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CONSTRUCT NOTES:
(D) DURING CONSTRUCTION, INSTALL AND MAINTAIN INLET INSERTS IN
7 EXISTING INLETS — 6 EA
2. PROTECT INLETS DOWNSTREAM OF THE WORK
LIMITS SHOWN ON THIS SHEET AS REQUIRED.
(3 NoT USED
(¥ REMOVE CURB TO LIMITS SHOWN, AS REQUIRED — 150 LF
5. SEE SHEET C355 FOR SITE RESTORATION REQUIREMENTS.
6. SEE SHEET C353 FOR UTILITY RELOCATION REQUIREMENTS.
(@ INSTALL 4 HIGH CHAIN LINK FENCE WITH BARBED WIRE ON

CONCRETE BARRIER AND GATES — 300 LF SEE DETAIL 1/CD021
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@ INSTALL SILT FENCE ALONG PERIMETER OF TCE — 830 LF
INSTALL 20'—~WIDE CONSTRUCTION ENTRANCE — 3 EA

THE GRAVEL PAD SHOULD EXTEND A MINIMUM OF 50" AND
SHOULD BE AT LEAST 10-12° DEEP. USE GEOTEXTILE
FABRIC AS A BARRIER BETWEEN THE ROCK AND THE NATIVE
SOIL TO. PREVENT MIGRATION OF THE SOIL FINES THROUGH THE
ROCK TO THE SURFACE AND THUS BACK TO BEING TRACKED
OFFSITE. THE AGGREGATE SHOULD BE LARGE SIZE ROCK. 6 _TO
4 _INCH QUARRY SPALLS ARE BEST WITH LITTLE OR NO
FINES. AGGREGATE OF THIS SIZE WILL DEFORM TIRES OF
VEHICLES THUS REDUCING OR ELIMINATING THE NEED FOR A
WHEEL WASH. IF THE PAD IS TO BE LOCATED IN A FUTURE
DRIVEWAY, THE EXISTING GROUND CAN BE EXCAVATED DEEP
ENOUGH BEFORE INSTALLATION SO THE FINAL ROCK AND
PAVEMENT CAN BE APPLIED OVER THE TOP. THE TURNING

@ REMOVE AND REPLACE RETAINING WALL — 1 LS
@ INSTALL GRAVEL MAINTENANCE PAD IN TCE PER DETAIL C ON

SHEET CDO08 — 2,950 SY

REMOVE SIDEWALK AND REPLACE WITH TYPE H RESTORATION -
84 SY

. FOR DRAWING CLARITY, SUB—SURFACE UTILITIES ARE NOT

SHOWN ON THIS SHEET

INSTALL 6" HIGH CHAIN LINK FENCE WITH BARBED WIRE
WITHOUT CONCRETE BARRIER AROUND WORK LIMITS — 555 LF

SEE DETAIL 4/CD021

. PROVIDE 600 GAL ECO—PAN FOR CONTAINMENT AND DISPOSAL

OF CEMENTITIOUS CONSTRUCTION WASTE AND DEBRIS. THE
LOCATION OF THE ECO-PAN WILL VARY. WASHOUT WATER SHALL
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18. CONTRACTOR IS REQUIRED TO ACCOMMODATE PASSAGE OF AN

AVERAGE OF 6 TO 8 TRACTOR TRAILERS PER DAY THROUGH

THE EXISTING TCE's AT THIS SITE.

Kennedy/Jenks Consultants

CONNECT NEW FENCE TO EXISTING CHAIN LINK FENCE ALONG
NW INDUSTRIAL STREET AND NW 29TH AVENUE AS SHOWN. i&gﬁﬂﬁgﬁ&gﬁjﬁgg@%@gULD BE SUFFICIENT TO NOT BE RELEASED TO STORM DRAINS, SURFACE WATERS, OR
: INTO A DE—WATERING POND THAT MAY GO TO SURFACE WATERS. 200 SW MARKET STREET SUITE 500
PORTLAND, OR 97201
() REMOVE FENCE TO LIMITS SHOWN — 360 LF IF THIS SHEET IS 11x17 PHONE (503) 205.4911
THE DWG SCALE IS 1"=40" FAX (503) 295-4901
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